
K2210R

Technical Datasheet

Standard Accessories
LR03 (AAA) x 2  batteries, Instruction Manual, Carrying case K9174

Ordering Information Join us on Facebook

Flexible AC Digital Clamp Meter
Suitable for hard-to-clamp, crowded wiring places

Features
Ÿ Jaw Ø150mm 

Ÿ 3000A AC
Ÿ 750V AC

Ÿ 1000V DC

Ÿ Output terminal
Ÿ Resistance 400kΩ

Ÿ Peak hold
Ÿ Data hold
Ÿ Diode check

Ÿ Continuity
Ÿ 4000 Count LCD

Cable (mm)

150 AC
A

AC/DC

V

Wide reading range up to
3000A max

Specifications

FUNCTION RANGE

AC Current

Range 

Accuracy

Crest Factor

Conductor size

Influence of conductor position

Overload protection

Operating temperature & humidity

Storage temperature & humidity

Power

Size (H x W x D)

Weight

 

 

3000A

30.00 / 300.0 / 3000A

±(3.0%+5d)

Full scale CF<1.6

Half scale CF3.2

150mm Ø

±3% (max) 

5000A AC for 10 seconds

0 - ± 50°C (80% RH)

-10 - ± 60°C (70% RH)

R03 / LR03 (AAA) (1.5V) x 2

120 x 70 x 26mm

200g

The K2210R clamp meter is a True RMS, 
flexible and light weight 3000A AC Clamp 
Meater suitable for hard-to-clamp and 
crowded wiring places. Other features 
include a MAX/MIN function with backlight 
LCD display.

150m Jaw Diameter
Flexible and light weight sensor
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