
This MT152 100m Laser Distance Meter is designed to give special 
users a high accuracy, one person distance measuring and estimating 
tool to measure remote and difficult to reach places. This meter has the 
enhanced ability to take measurements in outdoor applications. 
Shortcut keys for addition, subtraction, Pythagoras, area and volume 
calculation make measuring fast and very reliable. The last 20 
measurements are stored and can be transferred via Bluetooth to 
Android or iOS mobile devices. The IP54 double moulded rubber case 
is splash proof and dust resistant.
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MT152 100m Laser Distance Meter

MT152
Laser Distance Meter

Features
Area, Volume Calculations
Indirect measurement using Pythagoras
Indirect measurement using tilt sensor
Angle measurement using tilt sensor(±90°)
Addition/Subtraction
Continuous Measurement & Timer (self-triggering)
Min/Max Distance Tracking
Laser continuous
Stake out function
Display illumination and multi-line display
Multifunctional endpiece
Tripod thread
Bluetooth 4.0 with APP support
Meterbox iLDM & cloud service

 Range          
Measuring Range  0.05 to 100m 
Measuring accuracy (2σ)  Typically: ±1m
Measuring units m, in, � 
Laser Class  Class II
Smallest unit displayed  1mm

Dust Protect/Splash proof 
 

IP54
History Measurement Records 99

 
-10°C to 50°C 

Size   135 x 53 x 30mm
Weight  165g

Mul�-Line Display Angle Measurement
Sensor

Bluetooth 4.0


