
Features

The SFP-10C Solar LED Floodlight, a powerful and versatile lighting solution for your outdoor needs. With a lumen output of 1000Lm and an IP54 
rating, this floodlight delivers bright and reliable illumination in any weather condition. The selector button on the fitting allows you to choose from three 
different working modes and adjust the timing options for customized lighting experiences. The 10W LED power and 6000K colour temperature ensures 
efficient and crisp lighting. Additional features include a PIR Sensor, adjustable light beam angles and a 3m extension cable for flexible installation.

3.7V, 36000mAh Li-ion battery
Selector button on the bottom of the fitting allows you to choose from three different 
working modes: Full brightness, dimmed brightness and constant light mode
3W, 6V Grade-A Monocrystalline Silicone Solar panel.
120° adjustable headlamps for versatile light positioning.

Incredibly Bright Due to
the 1000 Lumen Output

120° Adjustable Head
Rotate Up/Down & Right/Left

6m PIR Sensor Range
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SFP-10C 1000Lm/10W Solar LED Floodlight

SFP-10C
Solar LED Floodlight

             Range                           
LED Power
Lumen Efficiency
LED Lumen
LED Type
Ba�ery Capacity
Ba�ery Type
Ba�ery Working Time
Beam Angle
IP Grade
Colour Temperature
Solar Panel Power
Material:
Floodlight
Solar Panel
Solar Panel Frame
Cable Length
Dimensions:
Floodlight
Solar Panel

10W
100Lm/W 
1000 Lm
SMD2835
3.7V Lithium Ba�ery, 3 600mAh
Li-Ion
Mode Dependant
120°
IP54
6000K Cool White
3W, 6V

ABS+PC
Monocrystalline Silicone + ABS
Aluminium
3m

279 x 141 x 137mm
160 x 120 x 5mm

 
 

 
 

 
 

 


