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LED Power

Battery Capacity

LED Lumen

Real Power

Solar Panel Power

Dimensions
Floodlight:
Solar Panel:

Cable Length

Material:
Floodlight
Solar Panel
Solar Panel Frame

Battery Working Time

Jeafires:

ool

6000K

SFX - 50C SFX-100C

50W 100W

3.2V, 4000mAh 3.2V, 10000mAh
600Lm 1400Lm

5W mnow

6W, 5V 10W, 5V

205 x 170 x 45mm
210x200x 17mm
2M

ABS + Glass
Monocrystalline
Aluminium

>12 Hours

@

SFQ-150C

256x 211 x45mm
205x 300 x 17mm

Waterproof
Dust Proof

« Timer setting via remote control

« Breather holes to prevent condensation on LEDs
« Spherical Diffuser Design

- Battery life indicator for easy monitoring

SFQ-300C

SFX-50C

SFX-100C

Timer setting via remote control

Breather holes to prevent condensation on LEDs
Honeycomb diffuser design

Battery life indicator for easy monitoring

) LED Power 150W 300W
< Battery Capacity 3.2V, 15000mAh 3.2V, 30000mAh
LED Lumen 2100Lm 4200Lm
| Real Power 15W 31W
: Solar Panel Power 15W, 5V 30W, 5V
Dimensions
Floodlight: 230 x 175 x48mm 336 x 256 x 48mm
Solar Panel: 390 x 230 x 17mm 390 x430x 17mm
Cable Length 2M
Material:
Floodlight Die-Cast Aluminium + PC Lens
Solar Panel Monocrystalline
Solar Panel Frame Aluminium
Battery Working Time >12 Hours

Feafones:

6000K

Waterproof
Dust Proof
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SFP - 10C

LED Power 10W
Battery Capacity 3.7V, 3600mAh
LED Lumen 1000Lm
Solar Panel Power 3W, 6V
Cable Length 3M
Dimensions
Floodlight: 279 x 141 x 137mm
Solar Panel: 160 x 120 x 5mm
Sensor Range 6m
Material:
Floodlight ABS + PC
Solar Panel Monocrystalline
Battery Working Time >12 Hours

SFP-10C

« 6m PIR sensor range
« 120° Adjustable Head Rotate Up/Down & Right/Left
=cRon Y IP54 [:] . Timer setting via selector button on floodlight

S000K [N (J Waterproof
NSy

Dust Proof « Three working modes: timer, auto sensor or continuous lighting

Medes

SFP - 20C

LED Power 20W
Battery Capacity 3.7V, 2600mAh
LED Lumen 900Lm
Solar Panel Power 5V, 1W
Dimensions 155 x 38 x 146mm
Material:
Floodlight ABS + Glass
Solar Panel Monocrystalline Silicone
Sensor Range 4m
Battery Working Time Activation Dependant

SFP-20C

« 4m PIR sensor range

« Solar panel fixed to floodlight

« Light stays lit as long as the person remains within
the coverage area

« Automatically switches off after 1 minute of inactivity
in area
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LED Power
Battery Capacity

Jedfores:

LED Power

Battery Capacity

LED Lumen

Real Power

Solar Panel Power

Dimensions

Sensor Range

Material:
Floodlight
Solar Panel

Battery Working Time

« 6m PIR sensor range

« Solar panel installed on top of the Wall Light

« Two modes: auto sensor or continuous lighting
+ 140° beam angle for wider coverage with minimizes glare.

LED Lumen

Real Power

Solar Panel Power

Dimensions

Floodlight:

Solar Panel:
Sensor Range
Material:

Floodlight

Solar Panel

Solar Panel Frame
Cable Length
Battery Working Time

SFC-30C

« Extended PIR sensor range

IP65 0

Waterproof
Dust Proof,

SB-6CW / SB-6CB
20W

3.7V, 3000mAh
900Lm

6W

2.8W, DC5.5V
230x 97 x43mm

6m

ABS+PC Housing & Anti-UV
Tempered Glass

Mode A: 4 Nights

Mode B: 2 Nights

6000K

150W 500W

3.7V, 3600mAh
1300Lm

ow

4.5W, 5.5V

153 x 144 x 32mm
202 x 221 x 24mm

8m

6.4V, 6000mAh
4800Lm

30W

12.5W, 10V

200 x 190 x 49mm
354 x 254 x 38mm

6m

ABS + PC + aluminum & Anti-UV

Monocrystalline

Silicone Aluminium

5M
>60 Hours

« Timer setting via remote control
Incredibly bright due to high lumen output
« Two modes: auto sensor or continuous lighting

IP65

Waterproof

Dust Proof

@& | www.major-tech.com k<« | sales@major-tech.com €' 1086 162 5678




